
Assembly and installation help



• The Purpose of this tutorial is to expand (not replace) upon 
the directions that come with the system and to help provide 
shortcuts, the first time you assemble and install one

• EVO comes with a tool kit but as with all other projects, using 
some sort of power tool will speed up the process

• In this guide we have used a standard power drill but if tools 
such as an air ratchet is available, by all means use it.  In fact 
most air ratchets have a 90° bit and with that you can even 
skip the “pre-threading” part.

• Assembling EVO can be done with one person but with two, 
you can cut the assembly time down in more than half 

A supplement to the directions



Lay the system out

•Always start by opening the Single 
(starter) frame kit and ALL OTHER 
FRAME KITS BEFORE you begin.   
Lay the frames out to the 
configuration you are building so you 
can move logically to each step and 
save time

•Ensure you have padding under the 
EVO so the front won’t get scratched 
(knowing the unit is being assembled 
from the back)

•Confirm the vertical extrusions are 
in the correct position by noting the 
key hole slots and their orientation 3x2 system shown



Prep the parts

•At this point it’s a good idea to prep 
the following things.

•Pre-thread the cross bars

•Insert the black grommets into the 
vertical extrusions

•Insert the wire management pieces 
into the cross bars



Starting assembly

•With all the parts prepped you can 
now begin.

•You can work from the left side or 
the right, it doesn’t matter

•Take one vertical extrusion and 
attach all the horizontal bars to it as 
shown

•If using a drill, you need to have an 
extension.  A ¼” drive with a 6”
extension and a metric 7mm 
universal socket is the one.  The end 
looks like a universal joint on the end 
and it allows you to go in from the 
necessary angle



Continued assembly

•Insert the metal tubes through the 
grommets after you complete one 
section

•Note that the tubes have one 
tapered end that will fit into the next 
sections tube



Continued assembly

•Thread the other end through the 
expansion kit extrusion

•Attach the other side of the cross 
bar to the expansion extrusion



Continued assembly

•Now all you have to do is repeat that 
process and continue to build the 
EVO going in that direction.  

•As you can see the end pieces of 
EVO are both contained in the 
“starter kit” and the additional 
sections are in the “expansion kits”.



Continued assembly

•Now that the inside of the EVO 
frame has been completed, all you 
need to do is put the top and bottom 
pieces on along with the corners

 



Continued assembly

•Start with one piece and fasten it to 
the cross piece with the same metal 
screws and the supplied nuts

•Make sure you put the joining pins 
in prior to placing the next 
top/bottom piece on beside it



Continued assembly

•Since you pre-threaded the corner it 
will be easy to place the corner 
bracket on.

•Make sure you orient the corner 
bracket as shown.  Notched end 
towards the front which is still against 
the floor.

•Don’t put the plastic corners or 
center covers on until the end.  You 
need the slots open so you can 
insert the special nuts and plates 
used to anchor EVO shelves and 
brackets



Assembly is done

•When completed, you can see how 
EVO will look (without the panels) 
and you can begin installing the wall 
brackets



Wall brackets

•EVO comes with both lag bolts to go 
directly into a typical wood stud and 
shields for use in masonry.

•If you have metal studs we highly 
recommend the ones shown here.  
These are sold at most hardware 
stores or you can contact Vantage 
Point’s customer service department 
to purchase them.  The use of these 
in metal studs allow the same weight 
rating to apply, 250 LBS per wall 
plate used.



Wall brackets

•Locate two studs on the wall where 
you plan to mount EVO.  A stud 
finder is always recommended.

•Before mounting take into account 
the height/width of the system.  
Please review the next 2 slides to get 
some ideas.

•In addition, remember that a 4 panel 
high system can go low enough on 
the wall to cover up outlets!

•The wall brackets are slotted so you 
can fine tune when leveling them 
after they are up on the wall   







After the positioning is done and 
the wall brackets are installed, 
simply lift the EVO unit onto the 
wall brackets

Hanging EVO



•After the EVO is up, you need to 
lock the unit in place.  When you 
hung the unit you had to open the 
frame holders so the pipe would 
engage.  Now simply lock the 
EVO on the brackets with the 
supplied allen wrench

•When locking the unit make sure 
you push it towards the wall so it 
becomes level with the surface of 
the wall.

Hanging EVO



•Here is the part you can see the 
awesome benefit of EVO, the 
ability to not only hides wires but 
also you can contain power under 
it too.  Note the use of a simple 
power strip here so all 
components of the system can be 
powered up without wires exiting 
the system.



•Insert all the EVO shelf plates as 
indicated by the instructions.  You 
can insert them through the top or 
bottom as necessary.  

•A measuring tape or laser level 
makes this go even faster so you 
can move them to the perfect 
position and go ahead and lock 
them in place

Installing the EVO shelf/mount hardware



•With regard to the placement of 
the shelves and brackets, please 
note where the products will be 
compared to the openings 
between the panels.

•The openings around the panels 
is where the wires will be entering 
and exiting so if you are trying to 
hide as much as possible, adjust 
the shelf to benefit from those 
openings like as shown.



•When you are ready for the 
posts, you can use the supplied 
plastic tool to mount the posts to 
the panels OR speed up the 
process by using a drill fitted with 
a ¼” drive metric 12mm deep 
socket.  That socket will go over 
the peg.

•NOTE: turn the torque down and 
the speed on the drill to low so 
you don’t over tighten or strip the 
panel!!!!!!

Mounting the panels



Remember to run as much 
of your wiring as you can 
before you put all the 
panels on



•Typically you want to mount the TV onto 
EVO before you finalize shelf placement 
since that is the primary center of 
attention

•Attach the shelves, paying special 
attention to double attachment point 
shelves.  You must insert the tab into the 
bracket, lift up, slide in, and then ease 
down.  You can look into the bracket to 
confirm the shelf seated properly.

•Repeat until all shelves are installed. 



Now, you are ready for years 
of enjoyment!

And if not, just look at what 
your system could be looking 
like without an EVO….
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